
 

 

 
The chain 
 
Links and Material 
The essence of it all. Everything with our small, anodised aluminium links.  
 

Kriska Snina 
  

The original trademarked metal link. 
Versatile and resistant 

The delicate one. For more defined and 
smart chain artworks 

  

  
 
 
Densities 
Each project has its own personality, by offering different density options, as it is a 
metal fabric, we allow our clients to materialise the soul of their ideas with the 
intensity they desire. 
 

Standard Half-drop 
  

The perfect symmetry. Chain lines 
harmonically aligned. Suitable for most 

uses 

The intense option. Half-drop density 
provides higher opacity and a stronger 

visual impact 
  

  
 
 
 
 
 
 



 

 

 
Colours and Finishings 
We want to fill the world with colour. Bursts of rich tonalities.  
Materialise emotions through the combination of metal chains with intense hues in 
brilliant and satin finishes for both Kriska and Snina links. 
 
 
Customisation 
Every project is unique, that is why we think about every single detail to adjust it to 
our clients’ needs and desires. 
 
 

   
   

Sizes Image Shapes and volumes 
   

From the smallest and most 
delicate to the most 
majestic and large 
aluminium chain projects, 
each one will be developed 
and taken care of from the 
very beginning to the end. 
 

We know a picture is worth 
a thousand words. And we 
found the way to translate 
all these emotions through 
our custom graphical 
architectural design 
solutions, so we can 
reproduce any picture, 
pattern or corporate design 
in which every link acts as a 
pixel. 

The limit is everyone’s’ 
imagination. By recreating 
3D volumes and defining 
required shapes, we 
materialised the ideas in 
the most vivid way. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

 

Fixation systems 

 
  

Minioval 40x3 Wall 
This rounded anodized 
aluminium is the smartest 
option with an elegant 
finishing 

If shapes are required, this is 
the one 
 

This anodized aluminium 
rail is specific for straight 
fixation to walls 

   

PCA Natsumi Chain Drapery 
The PCA anodised 
aluminium is quick and 
easy to install. Most 
recommended for wall 
fixing 

Illuminate to the chain 
artwork with this integrated 
lighting system rail 
 

When dynamism and 
mobility are required, chain 
drapery is the solution 
because it can be opened 
and closed. The chain is 
fastened to a flexible textile 
strip which slides along the 
rail. With this system it is 
possible to create circular 
or curved areas 

  
 

Sliding Panel System Rainy ceiling Ceiling Waves 
This panel system can be 
used for wall or ceiling 
fixation, allows 
independent manual 
movement of parallel 
panels. Can be lacquered in 
other colours. 

This structure makes 
possible to recreate a rainy 
effect, combining different 
densities, chain lengths and 
gradients of colours. It is 
even possible to customize 
the shape for different areas. 

Creating waves on ceilings 
of any width or any height 
is possible with this system. 
It is possible to use solid 
colours, gradients or 
patterns. 
 

 



 

 

 
Other options 
Every project is unique, that is why we think about every single detail to adjust it to 
our clients’ needs and desires. 
 

   
   

Inferior fastening Chain linking Chain shaping 
   

To prevent the strands 
from moving freely, there is 
the option of fastening the 
lower part to a rail that is 
fixed to the floor. Used 
mainly in outdoor 
installations. 

The chains can be joined 
together using rings, at any 
height and as many times 
as required. This option 
gives the curtain rigidity 
and prevents crossing 
through the chain panel. 

This consists of “trimming 
off” the height, creating 
doors, steps, slopes… at the 
bottom of the curtain. This 
shaping can follow straight 
or curved lines to create 
surprising effects. The 
chain can be demarked 
with a frame or remain 
free. 

 
Technical specifications 

• Anodised aluminium link: Kriska 2 mm and Snina 1,5 mm. 

• Maximum static load without break: Kriska 17kg (approx.) / Snina 11 kg (approx.) 

• Aluminium Chain with anodized coating between 8,5 and 12 microns, depending of 
colour and finish. 

• Material composition of 99,7% in Aluminium, with a minimum of 20% of recycled 
aluminium. 

• Soft finish. No roughness perceptible in coating when microscopically magnified up 
to 23 times. 

• 40% to 60% opacity with a 90º incidence of light, depending on the spacing 
between chains and on the finishing of the chains (brilliant or satin). 

• No electrical conductivity. 

• No sound absorption. 

• Non-flammable. Fire ratings A1 and A1FL 

• Resistant to acids with a pH value up to 8 (not resistant to alkaline products). 

• Avoid cleaning with products with pH higher than 8. 

• Rustproof. 

 
 



 

 

• Working temperature allowed: -30ºC up to 50ºC. 

• Resistant to seawater and oxidation. 

• Highly resistant to sunlight. 

 
Weights 
 

Weight Kriska Snina 
 Standard Half-drop Standard Half-drop 

Weight kg/m2 3,03 3,88 2,25 2,96 

 
The aluminium in the Kriskadecor links goes through our special anodising 
treatment, specially designed for our chains, which gives them improved robustness 
and offers high colour resistance against climatic factors, wear and rusting. This 
allows for interior as well as exterior uses. 
 
Chain measurements 
Projects can be adapted to any size, height and width. Aluminium is a very light 
element and it is easy to handle. Material is delivered with the measurements as 
indicated by the customer. The sizes always include the rail and the support system. 
 
Due to the size of the meshes and the spaces between strands, the measurements 
may not be exact, although they are as close as technically possible to the height and 
width requested, without exceeding these measurements. 
 
For better chain presence, we recommend leaving a 2cm space at the bottom of the 
curtain. 
 
Anodization 
Our links have been through a decorative anodising process. All Kriskadecor’ 
anodising machinery has been developed by our team and the whole production 
process is made in-house in our own facilities. 
 
This electrochemical process fixes the colour to the aluminium chain and creates a 
cover which provides protection against light and humidity.  
 
One of our main characteristics is the wide range of colours we do offer to our 
customers. Kriskadecor’ aluminium anodised links’ maintenance is quite simple as 
it can be cleaned with water and neutral soap. 
 
 
 
 
 
 
 



 

 

 
Installation & Maintenance 
The material is supplied ready to install, including the rail and fasteners. Installation 
is simple and does not require specialised personnel. Before installation, check that 
the element where the structure or curtain will be installed will be able to take its 
weight. 
 
For chain maintenance, clean with water and mild soap (not basic). Vapour or water 
pressure machines can also be used. 
  


